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Item Name Model Specifications

M
ain U

nits

B1 
Main Units

B1-10M◇△–◎☆

B1-14M◇△–◎☆

B1-20M◇△–◎☆

B1-24M◇△–◎☆

B1-32M◇△–◎☆

B1-40M◇△–◎☆

B1z
Main Units

B1z-10M◇△–◎☆

B1z-14M◇△–◎☆

B1z-20M◇△–◎☆

B1z-24M◇△–◎☆

B1z-32M◇△–◎☆

B1z-40M◇△–◎☆

Right Side Expansion M
odules

DIO Expansion 
Modules

B1-8X☆

B1-8Y◇☆

B1-8XY◇☆

B1-16X☆

B1-16Y◇☆

B1-16XY◇☆

B1-24XY◇☆

B1-40XY◇☆

Left Side Expansion M
odules

AIO 
Modules

B1-L2DA☆

B1-L4AD☆

B1-L2A2D☆

B1-L4NTC☆

Communication 
Modules

B1-CM2☆

B1-CM5☆

B1-CM22☆

B1-CM55☆

B1-CM25☆

B1-CM25E

B1-CM55E

B1-CMZB☆

FBs Com
patible Peripheral

Memory Pack FBs-PACK

PWMDA Module PWMDA

Programming 
Devices

FP-08

Winproladder

RFID Card CARD-H

Simple HMI 

FBs-PEP/PEPR

FBs-DAP-B/BR*

FBs-DAP-C/CR*

General Purpose 
Communication 

Converters

FBs-CM25C

FBs-CM5R

FBs-CM5H

FBs-CMZBR

FBs-U2C-MD-180

Communication 
Cables

FBs-232P0-9F-150

FBs-232P0-9M-400

FBs-232P0-MD-200

FBs-232P0-MDR-200

1.  ◇：R − Relay output,  T. − Transistor SINK (NPN) output,  J. − SOURCE (PNP) output

2.  △：2 − built-in 1 RS232 communication port, 

        U − built-in 1 USB communication port, (special order)

       25 − built-in 2 communication ports ( RS232 + RS485 ), only B1 main units provided, and left side is not expandable

3.  ◎：AC − 100~240VAC power supply,  D12—12VDC power supply, D24—24VDC power supply

4.  ☆：Blank − Standard case,  -S − Slim case (units with AC power supply has no slim case)                                                                *: FBs-DAP cannot apply to B1z units

left side of B1 main units can expand 1 analog module + 1 communication 
module (1 port) or 1 communication module (1 or 2 ports)}
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